


















8-3-5.6: COMBINED SEWER:

(A) New construction tributary to a combined sewer system must be designed to minimize inflow
contribution to the combined system.  Any new building domestic waste connection shall be
distinct from the building inflow connection, to facilitate disconnection if a storm sewer
becomes available.  (Ord. 96-4, 6-3-96; amd Ord. 04-32, 9-7-04)

(B) Inflow sources on the combined sewer shall be connected to the storm sewer within sixty (60)
days of the time a storm sewer becomes available.

(C) Any combined sewer overflow impact from non-domestic sources shall be minimized by
determining which non-domestic discharges, if any, are tributary to a combined sewer
overflow and in order to control pollutants in these discharges, the Village may do as follows:

1.  Require pretreatment to an acceptable condition for discharge into the public sewer.

2.  Require control over the quantities and rates of discharge.

8-3-6: INSPECTIONS AND TESTS:

8-3-6.1: INSPECTION:

(A) All piping and appurtenances of any sewer or house sanitary connection shall be inspected
by the SPW or his representative to ensure compliance with all the requirements of this
Chapter, and to ensure that the installation and construction of the system are in accordance
with the approved plans and specifications.

(B) The SPW and other duly authorized employees of the Village, the IEPA, and the U.S.
Environmental Protection Agency (USEPA), bearing proper credentials and identification,
shall be permitted to enter all properties for the purpose of inspection, observation,
measurement, sampling, and testing, in accordance with the provisions of this Chapter.

(C) It shall be unlawful for any person to make use of any new, reconstructed, or repaired sewer,
or any part thereof, which has not been inspected and approved.  The SPW is hereby
authorized to disconnect any such newly constructed, reconstructed, or repaired sewer in
operation, which has not been inspected and approved, and he may enter upon any public
or private property for the purpose of such disconnection.  It shall be the responsibility of the
owner or his agent to reinstate, at his expense, by the approved methods and materials
specified in this Chapter, any service so disconnected.  (Ord. 96-4, 6-3-96)

8-3-6.2: NOTIFICATION:

(A) It shall be the duty of the owner or his agent to notify the SPW or his representative, by
telephone or in writing, not less than two (2) working hours before the inspection is requested
to set a time for said inspection.  If an inspection is desired outside of normal working hours
or on a weekend or holiday, prior arrangements must be made.  If such an inspection is
allowed, the owner or his agent shall be responsible for such additional charges incurred by
the Village, due to the inspection being requested outside of normal working hours.  If the
weekend or holiday or after-hours inspection is not considered feasible by the SPW, then the
work must be scheduled such that the inspection can be accomplished during a normal work
day.

(B) If the SPW finds, on inspection, that the work or materials are not satisfactory, the owner or
his agent shall remedy said defect and then renotify as in subsection (A) above for a
reinspection.  One reinspection will be done for the original permit/inspection fee.  If, upon
reinspection, the work or materials are still not acceptable, an additional permit/inspection fee
will be levied.
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